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Develop effective solutions

’3
for the SR 204 corridor

Known Concerns
through robust planning

Goals
= Congestion
= Crashes
and public involvement

= Reduce congestion

= Minimize crash frequency and severity
= Maintain reasonable access
Study Limits

SR 204 from US 17 to east of King George Blvd, focusing on:
» SR 204/Ford Ave and SR 204/Pine Grove Intersections

= US 17 and King George Boulevard interchange ramp terminals with SR 204
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Begin Corridor Study

wo
oW
LU

OGEECHEE
FARMS

faiasuesa®h

Georgetown




R 204 Corridor Study FAGCIELINGE

- Parcel Boundary

® Fire Station

City of Savannah Limits
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Volumes
1. SR 204 Bi-Directional
N [ e Volume shown for
™, e segment between Ford
. i ‘ Ave and Pine Grove Dr
"9 % - 2.1.0% growth rate was
" e N NN e used to grow volumes
Existing Open Year Design Year
2023 2030 2050
AADT 57,600 61,750 75,350
AM Peak 4,585 4,915 5,995
PM Peak 4,755 5,095 6,215
Truck % (AM/PM) 22% /15% 22% / 15% 22% /15%

Arterial

A major road designed for collecting and
distributing traffic

= Speed Limit: Generally between 30-45 mph.

= Controlled Access: Provides permitted access to
local streets, driveways, businesses, and houses.

= Traffic Lights/Stops: Features multiple traffic
lights and stop signs.

= Crosswalks: Pedestrian crosswalks are common
for people to cross the street.

Freewa

A major highway designed for fast and efficient
long-distance travel
= Speed Limit: Generally between 55-65 mph.

= Limited Access: Cars can only enter and exit using
ramps; no direct access from local streets.

= No Traffic Lights: There are no traffic lights,
allowing for continuous traffic flow.

= No Crosswalks: Pedestrians are not allowed to
cross; crossing is done via overpasses or
underpasses.
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Most crashes occur near:
Pine Grove Dr ¢ US 17 WB ramps

SR 204 Corridor Crash Rates

2018 2019 2020 2021 2022
# of Crashes 135 141 80 169 166
Crash Rate* 304 314 176 369 859
Arterial Statewide Average* 581 559 469 542 568
Freeway Statewide Average** 199 176 152 161 155
# of Crashes 32 38 24 50 44
Crash Rate 72 85 53 109 95
Arterial Statewide Average* 141 137 118 146 218
Freeway Statewide Average** 48 44 41 42 39

* Crash rate is crashes per 100 million vehicle miles
** Statewide average of Principal Arterial, Non-Freeway, Urbanized roadways
*** Statewide average of Principal Arterial, Freeway, Urbanized roadways
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